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PC TACTILE | ZQ-T8350

Optional
MSR/Dallas Key/RFID

Various Colar Easy to plug cable Optional MSR & Dallas key

——SPECIFICATIONS

InteIO Bag -Trail J1800- Cel Quad Core-Inteli3/i5
RTL81SBDE PCI-E Gigabit Ethernet NIC
Intel Graphlcs Media

« Monitor housing made by Aluminum : ort 3P < <D/64GE SSD/128GB SSD

* Fanless system with BayTrail J1900 - gf,?afpo';{sgfn%pg M 232

VGA: 1 x DB-15 VGA Interface
Quad Core CPU LAN: 1% 10/100/1000 Mbps

= True flat water proof touch screen
= Easy maintenance
* Various options of peripherals

Audio: 1 x Output
1F’0wlt_atrlnput 1

WINT / WINS / WIN10 / Linux
100-240V/ 3.6A 47~63Hz
354x222x340mm(WxDx

) ) \u"gawm Angle: 45degree)ad|ustable
= Interfaces in up side, easy to D e I a2 ax768

Touch Screen: multi-point capacitive touch panel
plug cables. IENT Qperation Temperature: 0 0-40"
orageTarnperature -40~50C
Humidity: 38~80

Z0-19150

——SPECIFICATIONS

Intel® Bay-Trail J1900- Cel Quad Core
Baytrail-D chipset
2GB /4GB
32GB SSD/64GB SsSD/128GB SsD
RTL8168DE PCI-E Gigabit Ethernet NIC
npliant  VISTA/WINT/WINS/WIN10(optional)

Intel Graphics Media
15" TFT LCD with resistive or capacitive touch
3 RS232 serial interfaces,
1VGAinterface,

= Aluminum Housing 1 RJ45 Ethernet port,

4 USB interfaces,
« True flat water proof 100-240V/ 3.5A 47~63Hz
touch screen

= Easy maintenance
= Various options of
peripherals
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Optional

Secondary Display / MSR / Dallas Key / RFID
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Multi Ports Optional Printer Secondary Display ~ Dallas Key & MSR
CPU Intel@Bay-Trail J1900- Cel Quad Core-Intel i3/i5
Memory 2GB /4GB
. . HDD 32GB S5D/64GB S5D/128GB S5D
« Aluminum Housing Touch Panel resistive or capacitive

Network RTL8168DE PCI-E Gigabit Ethernet NIC

« Fan and Fanless system optional
= True flat water proof touch screen
- Easy maintenance

« Various options of peripherals

= Aluminum Housing

* Built-in 80mm Seiko mechanism
thermal printer

= Various options of peripherals

« Capacitive multi-points touch
panel (optional)

« Operator display angles adjustable

Wy

O.5. Compliant  Windows XP / VISTA/WIN7/WIN8(optional)

Video Card Intel Graphics Media

LCD 15" TFTLCD

Viewing Angle 85 degree

External Port 4xUSB,3xRS232,1x LAN,2 xAudio,
1xVGA

Power Supply 100-240V/ 3.5A47~63Hz

Z0-P1088

max
——SPECIFICATIONS
CPU Intel® Bay-Trail J1900- Cel Quad Core
Memory 2GB /4GB
HDD 32GB SSD/64GB SSD/128GB SSD
LCD 15"TFTLCD

Thermal Printer 80mm Thermal Printer, Automatic cutter,
Max 170 mm/sec, Diameter Max.®80 mm
Resistive or capacitive

3 RS232 serial interfaces,

1 VGAinterface,

1 RJ45 Ethernet port,

4 USB interfaces,

DC24V,5A

Touch Screen
External Port

Power Supply

Optional
MSR/Dallas Key/RFID

Capacitive Touch Panel Customer Display

and LCD Adjustable

Optional MSR Dallas Key Various Interfaces

« Aluminum Housing

» Water proof flat touch panel

- Easy maintenance

« Various options of peripherals

- Android system

Optional
MSR/Dallas Key/RFID

Optional MSR

Aluminum Housing

CPU

Memory

HDD

Internet
Touch Screen
External Port

Power Supply
Dimension

Z0- 19120

SPECIFICATIONS

Intel® Bay-Trail J1900- Cel Quad Core
2GB /4GB

32GB S5D/64GB §SD/128GB SSD
Optional 802.11 b/g/n WI-FI module
12" diagonal, resistive touch

1 RS5232 serial interfaces,

1 RJ45 Ethernet port,

4 USB interfaces,

1 Cash Drawer Interface
DC24V,5A

290(L)X200(W)X 310(H)mm

Various Interfaces




IMPRIMANTE A TICKETS IMPRIMANTE CODE A BARRE

AB-F820

——SPECIFICATIONS
Printing Method Direct Thermal -
Resoluion Baots/mm Label Printer
Printing Density 640dots/line
Printing Speed 220mm/s
Paper Width 72mm —
Paper Type Thermal Paper: 79.5£0.5mm SPECIFICATIONS
Max Diameter: 80mm
Character Size ANK Character, FontA: 12x24, Printing Method Thermal printing
FontB: 9x17, Chinese- 24x24 Resolution 8 dots/mm
Character Per Line Font A: 42/48/53 (EPSON Mode, adjusted via 8 DIP Switch) Printing Speed 100mm/s max.
- EOBH:(E:; 5?*’54'(':0ma| Mode) Printing Width 16-80mm
ontLibrary ig font library Paper Roll Thermal stick II: 25.14£0.5
Interface Options USB+RS232, (WIF! or Bluetooth is optional) aperno Di:r;";fef(:air)?ﬂgg:; mm
Buffer Capacity 20K ; ; o
Adapter DC24V,2.5A Paper Tearing Manual
Drawer Port DC24V,1A(RJ11) e Data Buffer 4MB
Dimensions (W*L*H) 192.8 x145 x 140.5mm Barcodes 1D: Code 39,Code 93,Code128UCC, Code
« Support label and 128 subset A,B,Codabar, Interleave 2 of 5
Lo EAN-8,EAN-13,EAN-128,UPC-A,UPC-E
barcode printing 2D:PDF-147,Maxicode, DataMatrix,QR Code
. L Port Options USB /RS-232
AB-88H High printing speed Power Input Input:AC100-240V Output:DC 24V2.5A
o Wi _— = ) )
——SPECIFICATIONS Wide range of printing et 220
size adjustable Power Rated 56W
Printing Method Direct Thermal . Power Max. 160W
Erintlln% Speed ggggprﬂsad /) * Popular data connection Lifespan Printer Mechanism: 100,000,000 pulses
esolution ots/mm . .
Paper Width 80+0.5mm options . e O 45T 35-85%
Paper Roll Diameter Maxp80.0mm ) nvironment Work Temp. Humlf!llty.ﬂ 45C,35~85%RH
Paper Supply Method Easy Paper Loading . Easy operation and Storage Temp. & Humidity: -10~50C,10~90%RH
MCBF 100 million pulses or more . Sizes 215%145%140mm
1,000,000 cuts maintenance Net Weight 1.25KG
Auto cutter Partial Cut/Full Cut
Emulation ESC/POS
Drawer Port RJ 11
Interface options RS-232C,USB,Ethernet
Language Buyer Language Support
Power Supply (Adapter) AC120~230V +10% (include)
DC 24V,2A
Dimensions (W*L*H) 150x196x 147 mm
——SPECIFICATIONS
Printer Mechanism Thermal dot line printing
Printing Density 8 dots/mm
Printing Speed 250mm/s max.
Print Width 72mm
Resolution 576 dots/line
Fonts A:12x24/24x24 (EN/CN) B: 9x17
Character Set ANK Characters / Chinese
Paper Type Thermal Paper Roll: 79.5£0.5mm
Roll Diameter: 80mm max.
Data Buffer SRAM: 64KB; NV FLASH: 256KB
Cutter Partial / full cut
Data Interfaces USB +RS232+LAN (WIFI and Bluetooth optional available)

Barcodes Supported 1D: JAN13(EAN13), JANB(EANS), CODE39,
CODE128, UPC-A, UPC-E, ITF, CODABAR,

CODES93
2D: QRCODE
Power Input DC24V,2.5A
Cash Drawer Port DC24V,1A(RJ11)

Dimensions (W*L*H) 190 x150 x 128 mm



LECTEUR CODE A BARRE

——SPECIFICATIONS

Handheld
Laser Scanner

Light Source
Application

Error Rate
Decode Capability

Support Interface
Scan Mode

Readable Distance

Data Transfer Speed

Scan Precision
Scan Width

Scan Depth

Scan Speed

Power Voltage
Environment Luminance
Weight

Z0-LS560001

650nm Laser
Handheld or Put on stand
1/3,000,000
UPC-A, UPC-E,
Industrial 2 of 5,
EANS,EAN13, Code 128,
EAN128, Code39,Coded3,
Codabar 125 etc.
Use
Manual / Automatic /
Continue Scanning
25cm (250cm2 );
19.5cm (125cm2);
8cm (small area)
RS232 Baud rate

2400 ~ 38400
0.10mm (4mil)
G0mm @ 30mm (distance);
90mm @ 100m (distance)
10-420mm (pcs0.9,
density0.25)
74 reads/sec

Sunlight 3000 lux max
115g (without cable)

Omnidirectional
Laser Scanner

——SPECIFICATIONS

Scan Mode
Indicator

Read Rate
Error Rate
Rotate Camera
Transfer Rate
Resolution
Depth of Field
Light Source
Print contrast
Interface
Decode Type

Input Voltage
Qutput
Power Source

Dimensions
Color Options
Cable

Interface Type
Weight

Work Temperature

Z0-L57028

All direction , 24 lines (Auwrnabc
continuous scannlg
Beeper and LED (stand by red,

9550 scandiooc

1/5,000,000
1£36°

?S;I’:mmdrate: 2400-38400

mi

0-200mm

B650nm + 10nm visible laser diode

25%
USB-HID,USB-UART,RS232
UPC-A UPC-E,EAN-13,EAN-8,
ISBN/ISSN, Code39, CODABAR,
Interleaved 2 of 5, Industnal20f5
Chinese 2 of 5, Code128, Coded3,
oA

, China
+5V DC, 280mA
1Keyma-d'2m wedge, RS-232 or USB
X or
from host m

106mmL x 111mmW x 155mmH
White / Black

AFFICHEUR DE PRIX CLIENT

POLE
DISPLAY
SERIE

* This series of cashbox has good
compatibility, stainless steel
enclosure and RJ-11 interface.

* The relevant settings have the

3,4,5paper currency slots and

8 coin spaces available.

TIROIR DE CAISSE

ZO-VFD510

——SPECIFICATIONS
INTERFACE UsB
POWER DC12V 1A
CHARACTERS 20x2 lines
CHARACTERTYPE|  96ASCII
CHARACTER FONT 5x7
DISPLAY PANEL |170x74x65mm
8B 190+ 150mm 135+120+120mm
BASE SIZE 187x83x23mm
WEIGHT About 0.6Kg

Z0-4150

——SPECIFICATIONS

Bills Loadable 5(option of 4 bills)

Coins Loadable 8

Color Black/White

Rated current 1.5A210%

Rated power 18W

Tractive effort 1mm=800gf 3mm=500gf
Key Lock Three position key lock

Working Environment Temp. -5 ta 5°C; Humidity 5 to 85%RH

I/O Interface RJ11-USB

Solenoid 9~24v Compatible

Check Slot 1

Material Metal housing, plastic drawer, plastic tray
Cable Length 1.1m

Lifespan 1million times 25% powered
Dimension 410%420=x113mm

N.W. 7.0KG



ACCESSOIRES

Key DALLAS

Adaptateur Rj11
USB

Power Supply




Distribuées par:



