
Grow with you

·Print speed: Min.50.8mm/s, Max.101mm/s
·Print width: Max.56mm
·Media width: Max.60mm
·Automatic sensor calibration
·Support various 1D codes and QR Code
·Support printing of both ESC/POS for receipt and TSPL for labels
·Sensitive photoelectric sensor ensures accurate detection of the paper

M2

Product Features Application Scenario

·
·Shopping mall POS printing system
·Hospital POS printing system
·Supermarket POS printing system 

Delivery POS printing system 

Print fast and
 effectively

Enhance your 
work efficiency

Reduce the 
shipping mistakes

Thermal Labels/
Recei pt Printer
56MM Print Width
SMK-M2
printing as well as the small labels printing with max. Paper media width of 60mm.

 is brand new thermal printer designed by Soonmark especially for POS receipt 



Model    SMK-M2

1D CODE128、 EAN128、 ITF、交叉25码、

CODE39、CODE39C、 CODE39S、CODE93、

EAN13、EAN13+2、 EAN13+5、 EAN8、

EAN8+2、EAN8+5、 CODABAR、 POSTNET、

UPC-A、UPCA+2、 UPCA+5、UPCE、

UPCE+2、UPCE+5、 MSI、 MSIC、 PLESSEY、

ITF14、EAN14

： 1D：

JAN8(EAN8) /CODE39/ITF/CODABAR

CODE93/CODE128

UPC-A/UPC-E/JAN13(EAN13) 

Barcodes                    

2D  QRCODE：

12V/2.6A

M2M2 203 DPI
BluetoothM2203 DPI

Standard USB

2 editions for your option

You can discuss with your seller about the optional parts. Subject to the goods you will receive, no further reminding for the specification changes All rights reserved!
* Friendly reminder that you need to choose the label print size and speed according to your purchased label meda.
*  

www.smkjjt.com

Guangdong Shuangma Technology Co., Ltd.

Factory Add: No.9A Fengcai Shijia Bldg, No. 18 Pearl River Avenue, 
Bijiang Industrial Zone, Beijiao , Shunde District, Foshan China

Scan the QR code, follow our WeChat Offical Account, we can 

help you to solve the printing-related problems all the way.

Grow with you

Printing method       

Resolution  203dpi                          384dots/line

Print speed

Print width

Media width

Media OD.

Media ID.      

After printing action

Print head temperature detection

Print head position detection

Media detection

Interface

Min.50.8mm/s, Max. 101mm/s       90mm/s

Max.56mm

20mm-60mm                      58mm

Max. 80mm

Min. 25mm

peel-off

Thermistor

 Micro Switch

photoelectric sensor

USB/USB+BT/USB+Lan

Thermal Label stickers printing                     POS thermal receipt printing              

Power

Temperature: 5~45℃, Humidity: 20~80%RH(non-condensing)

Temperature: -40~45℃, Humidity: ≤93%RH(40℃)

0.594KG

190.36 x 133.79 x 127mm (Depth x Width x Height)

Operation environment

Dimension

Net. Weight   

Storage environment
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