
GUANGZHOU Z
ONERIC

H B
USIN

ESS M
ACHIN

E C
O.,L

TD.

Zonerich Science Park,North Gate, No.17,YunJun Rd.,Huangpu District

Guangzhou 510530,China

+86-20-66671666

+86-20-66600577

trade@zonerich.com

www.zonerich.com



COMPANY PROFILE
GUANGZHOU ZONERICH BUSINESS MACHINE CO LTD was established in 2003. Now it is one of 

the biggest manufacturers (famous brands) of POS terminals, mini thermal printers and electronic 

cash registers in China.ZONERICH locates in its own Zonerich Science Park.

In Zonerich, there are:

Zonerich development department occupies more than 2000sqm office area. There are different 

experienced engineers in the team. They are in professions of product ID concept design, 3D 

modeling, tooling design, electronic hardware schematic design, electronic PCB layout, MCU 

firmware development, printer driver development, and Android system driver development etc.
All these capabilities help Zonerich development department be capable of providing professional 

and qualified OEM/ODM products to customers from many countries over the years.

COMPANY HISTORY

·Over 13000sqm factory and office building area;
·More than 300 employees;
·Two SMT lines (four SMT machines) and eight assembly flow lines;
·Customers from over 50 countries. Mainly they are from Europe (Germany, France, Italy etc.) 
    Japan, Brazil etc.
·Experienced development team and professional products laboratory.

Birth of ZONERICH and start to develop mini printers.
2001

2002
Market launch of thermal printers and dot matrix impact printers.

2003-2004
Market launch of POS terminals and cash registers.

2005
Passed International Quality System of ISO9001.

2007
Became the deputy enterprise of the first council of China Electronics Chamber 
of Commerce Business Informatization Committee

2008
ZONERICH cash registers launched the stadiums of 29th Beijing Olympic Games.

2009-2010
1100 sets of ZONERICH cash registers launched the stadiums of 2010 FIFA 
World Cup South Africa.ZONERICH started to advertise on CCTV (China).

Take part in CEBIT2006 and start to explore overseas markets.
2006

2013
Moved to ZONERICH Science Park which occupies 12000sqm. 
Gained prize of “Top 100 Guangdong science and technology 
innovation contest”. Identified as “Guangzhou Famous Brand”  
Certificate Of Conformity Of Occupational Health And Safety 
Management System.

2014-2015
Gained prize of “Innovative & High Growth Small and Medium 
Enterprise”  of Guangdong province.

2016
We gained honor of "Famous brand of Guangdong" in 2016. Zonerich 
won the prize of “Contribution Achievement Award of  10th conference 
of China Business Information Industry”. Elected as vice president unit 
of Guangdong Chain Management  Association.

2017
Elected as 6th standing member of China Electronic Chamber of 
Commerce.

2015
Listed on NEEQ stock market.Stock number: 833640

2012
Certification of New Hi-tech Enterprises.

2011
Venture Capital invested to ZONERICH.Gained prize of “Annual Award 
for Enterprises” by China Electronics Chamber of Commerce.

2018
Won “Annual Outstanding Enterprise Award” in the 11th session of 
China Business Information Industry Congress;
Assessed as Vice President Enterprise in the first council of the New 
Over-the-counter Market Enterprise Development Promotion 
Association of Guangzhou Development Zone.



General View

Lobby SELF-SERVICE POS TERMINAL

21.5 inch,32 inch multi-point capacitive

flat touch panel

Image sensor
Resolution
Light
1D Read codes

2D Read codes

Motion tolerance
Precise
Depth of Field

CMOS
752X480 CMOS
LED Light
Code128,UCC/EAN-128,AIM-128,EAN-8,EAN-13
ISBN/ISSN,UPC-E,UPC-A,Interleaved 2 of 5,ITF-6
ITF-14,Matrix 2 of 5,Industrial 25,Standard 25,Code 39
Codabar,Code 93,Code 11,Plessey,MSI-Plessey
GSI-DataBar(Rss),(RSS-14,RSS-Limited,RSS-Expand)
PDF417，QR Code（QR1/2,Micro）,Data Matrix(ECC200，
ECC000，050，080，100，140)
2.5m/s
≥5mil
EN13: 60mm ~ 350mm（13mil）
PDF417:  35mm ~ 115mm (6.67mil)
CODE39: 30mm ~ 165mm(5mil)
Dete Matrix: 30mm ~ 115mm(10mil)
QR CODE：35mm ~ 115mm (15mil)

80mm Thermal Printer
Direct Thermal
Easy Paper Loading
Full Cut and Partial Cut
8 Dot/mm
60 ~ 120um
170mm/s (MAX)
Thermal Paper：79.0±0.5 mm  
Maximum Diameter：80 mm
EAN、UPC、JAN、 Code39、
 Codel28、ITF、Codabar、 QR
Paper Near End Sensor
USB
DC24V 2A
Printer Mechanism：150 km  
 Cutter：1 million
1500±300mm

Type
Printing Method
Paper Loading
Cutter
Resolution
Paper Thickness
Printing Speed
Paper Type

Support Barcode

Sensor 1
Interfaces
Power
Life

Paper End 
Sensor Range

Chips

CPU

Memory

SSD

Video Card

LAN

External Interfaces

Internal Interfaces

Systems

(not included)

Environment

Bay Trail-D

Intel®  Celeron®  J1900，Quad-core

2.0GHz,L2 Cache Memory

4GB，DDR3L-1333MHz

64GB/128GB

HD Graphics

Realtek RT8111E 10/100/1000Mpbs LAN

4×USB，1×RJ45 LAN，1×VGA，

1×RS232，1×MIC，1×DC2.5 in （12V）

5×USB，5×RS232，1×PS/2

1×LPT，1×VGA，1×LVDS

Windows 7 / Windows 8 / Windows 8.1 

Windows 10 / Linux

Working Temperature: -10 ~ +60℃

Storage Temperature: -20 ~ +70℃

CPU

RAM

ROM

TF Card

Video output

LAN

External Interfaces

Internal Interfaces

System

Environment

RK3288 MAX 1.8GHZ

2GB DDR3 

8GB EMMC ,optional up to 32GB

Max 32GB

Support LVDS,EDP 

Support 10MHZ/100MHZ/1000MHZ Wired 

Network And 2.4G WIFI

1×DC2.5 in（12V），4×USB，1×RJ45 LAN

1×RS232，1×TF CARD，1×SIM CARD，4×USB

1×LVDS，6×RS232，1×SPK，1×MIC

1×WIFI  IPEX，1×EDP，1×GPS，1×3G/4G PCIE

ANDROID 5.1.1/ ANDROID 7.1.1

Working Temperature: -10 ~ +60℃

Storage Temperature: -20 ~ +70℃

21.5 inch Flat Capacitive Touch Panel

21.5 inch TFT LED

775X380X36mm

21.5 inch 250 cd/m²    

Touch Solution

Display

Scanner

Printer

Sizes

Resolution

Display Angle

View Angle(degrees)

Color

Response Time

Display Life

Environment

32 inch Flat Capacitive Touch Panel

32inch TFT LED

1000X500X35mm

32 inch 300 cd/m²

2D Scanner

80mm Thermal Printer

1920×1080(max)

88/88/88/88(Left/Right/Up/Down)

16.7M

12 ms

40000H

Working Temperature: 0 ~ +50℃

Specification

X86  (optional) Android  (optional)

ZQ-ZN200 / ZN300ZQ-

Touch panel

Printer

2D Scanner

ZQ-ZN200 ZQ-ZN300

ZQ-ZN200

ZQ-ZN300
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21.5"

32"

Garden

Stand (optional)

INDEX
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ANDROID POS SYSTEM 14/16
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SMT Line Optical Check

Production Line
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CPU

RAM

Storage

OS Compliant (not included)

Screen

Scanner

NFC Module

Printer

Printer Cutter 

Specification

SELF-SERVICE POS TERMINAL

On-site self-service point of sale system integrates big 

screen capacitive touch solution, NFC bank payment 

function, 2D barcode scanner and thermal printer to provide 

consumers an easy, flexible and time-save check-out 

experience for restaurants, bakery and special stores. The 

system could be Windows based or Android based. 

Capacitive Touch

NFC Module

80mm Thermal Printer

2D Barcode 

Scanner
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SELF-SERVICE POS TERMINAL

80mm primter with
easy-loading paper

Camera (opitional)

2D Scanner

ZQ-CM27 self-service machine with despite streamline 

design.The machine integrated printer,scanner,touch panel.

Easy to change paper with easy-load printer.At the same time 

the printer with safe lock to protect the paper roller be lost. 

Built-in 2D scanner can scan the barcode on mobile phone 

screen,paper and commodities.The front door provides quick 

service access when maintenance is required.

ZQ-CM27 match with different stand can provide service for 

different application like fast-food ordering and super-market 

self-checkout,etc.

Ports

System support

(not included)

Environment

Screen Size

Screen Resolution

Screen Brightness

Touch panel

Printing method

Printer Resolution

Print speed

Scanner 1D

Scanner 2D

Resolution

NFC module

Card support 

Detecting distance

4×USB，1×RJ45 LAN ,1×VGA,1×RS232,1×Audio

1×DC in (12V),1×DC out (12V)

Windows 7 / Windows 8 / Windows 8.1

Windows 10 / Linux

Work temperature: -10 ~+60℃

Storage temperature:: -20 ~ +70℃

21.5inch

1920×1080

200 cd/m²

Capacitive

 80mm thermal printer with auto cutter

8 dots/mm

170mm/s (MAX)

Code128, UCC/EAN-138, AIM-128, EAN-8, EAN-13

ISBN/ISSN,UPC-E, UPC-A, Interleaved 2 of 5

ITF-6, ITF-4, Matrix 2 of 5, Industrial 25, Standard 25

Code 39, Codabar, Code93, Code11, Plessey

MSI-Plessey, GS1-DataBar(RSS)

(RSS-14 RSS-Limited, Rss-Expand)

PDF417, QR Code (QR1/2, Micro) 

Data Matrix (ECC200, ECC000,050, 080, 100, 140)

Hanxin code

≥5mil

Mifare one S50, S70, UL etc.

0 ~ 100 mm

·New and desktop style design

·Easy maintenance architecture

·Muit-modules: NFC,2D Barcode reader

·80mm thermal printer with auto cutter

·Self-service ordering save labor cost

CPU

RAM

SSD

Video card

Network

Printer

NFC

21.5 Touch Screen” 

EFT POS
(not included)

2D QR-Code

Specification

CPU

RAM

Storage

OS Compliant

(not included)

Screen

Scanner

Printer

Printer Cutter

Specification

Intel Celeron J1900, Quad-core, 2.0GHz

4G, DDR3L-1333MHz, optional up to 8GB

64GB / 128G SSD for options

Windows 7 / Windows 8 / Windows 10 / Linux

2D: Aztec Code, Data Matrix, QR Code, Micro QR Code

Optional supported

80mm Thermal Receipt Printer

Yes

ZQ-ST210 ZQ-ST270 ZQ-ST320 

21.5” capacitive touch screen           27” capacitive touch screen                          32” capacitive touch screen        

ZQ-CM27

ZQ-DK2100

Intel® Celeron® J1900, Quad-core 2.0GHz

4G DDR3L-1333MHz，optional up to 8GB

64G optional up to 128G

HD Graphics

RT8111E 10/100/1000Mpbs adaptive network card

ZQ-ST210 / ST270 / ST320ZQ- ZQ- ZQ-CM27

ZQ-DK2100

27” Touch Screen

Intel Celeron J1900, Quad-core, 2.0GHz

4G, DDR3L-1333MHz, optional up to 8GB

64GB / 128G SSD for options

Windows 7 / Windows 8 / Windows 10 / Linux

27” capacitive touch screen

Support scanning 1D code,2D code and 

mobile-phone screen

80mm Thermal Receipt Printer

Yes



Type 

Weighing Scale

Accuracy 

Communication

Electronic Loss Prevention Scale

400g ~ 60kg

20g, Class III

RS232

·High-integration structure design

·Abundant functional modules available

·Bank-certificated NFC module, card reader module and encryption pin 

   pad available

·Multi-functional barcode scanner and scale platform available

·Applicable for self-service super market, franchise store, fruit store etc

Pin Pad Keyboard

Scale Platform

NFC Module

Receipt Printer

Scanner Module

Card Reader

Pin Pad Keyboard

Scale Platform

Alarm Pole Light

Type 

Magnetic Card 

IC Card 

RF Card 

Motor Driving Card Reading

ISO7810, 7811 Standard

EMV, 7861

S50, S70, ID Card

Intel® Celeron® J1900, QUAD CORES, 2.0GHz

4G，DDR3L-1333MHz，Maximum Optional 8GB

64G SSD / 128G SSD / 500G HDD

4×USB, 1×RJ45 LAN, 1×VGA, 1×SERIAL, 1×AUDIO

1xDC12V Input (4 PIN), 1×DC12V Output

Windows 7 / Windows 8 / Windows 8.1 

Windows 10 / Linux

15” / 17” TFT LCD, 1024x768 (max.) (optional)

15” / 17” Capacitive Touch Panel

Optional available

1080 (L) x 630 (W) x 1830 (H)

AC 100 ~ 240V, 50 ~ 60Hz

Host: 12V5A, 60W       Scanner Module: 12V1.5A, 18W

Printer: 12V4A, 48W   Card Reader: 24V2.5A, 60W

Type 

W-R Cards Type 

IC Card 

RF Cards 

Others 

Contact-less Card Reader

ISO14443 TYPE A Standard Non-Contact IC Card 

Contact SLE4442 Card/SLE4428 Card, At45041

AT1604, AT102, CPU, SAM, AT24xx Card

EMV, 7861

S50, S70

Support APPLE PAY, Samsung PAY, Huawei PAY

Solution

Printing Speed

Resolution

Paper Roll

Printer Life

80mm Kiosk Thermal Printer with Cutter

150mm/s

203DPI

diameter max. 25.4cm

>100km

Solution

1D Barcode

2D Barcode

Graphic Reading

360 Degree Double Sides Camera Scanner

GS1 DataBarTM Line Code Auto Distinguish And Translate

EAN/JAN Composites; GS1 DataBar Composites

GS1 DataBar Expanded Stacked; GS1 DataBar Stacked

GS1 DataBar Stacked Omnidirectional; MicroPDF417 

PDF417; UPC A/E Composites

Aztec Code, Data Matrix, QR Code, Micro QR Code

BMP/JPEG

Type

Alarm Colors

Alarm Noise

LED Three Color Noise and Light Flash 

Red / Yellow / Green

Beeper

NFC Module

Receipt Printer

Scanner Module

Alarm Pole Light

Card Reader

CPU

RAM

Storage

I/O Ports

OS Support

Screen

Touch Panel

MSR Reader

Dimensions (mm)

Input Power

DC Output

(not included)

Type

Features

Encryption Speed

Keys Life 

Software Support

Metal Encryption Keyboard

Support DES and TDES Encryption / Decryption Arithmetic,

PIN Encryption, MAC Arithmetic; Waterproof, Dustproof, 

Shockproof, Pick-proof; Banking Card Testing 

Requirements satisfactory; 

< 1s

3,000,000 times or more;

Support Multi-Encryption DES, TDES, RSA, DUKPT; 

Support WOSA3.0.

SELF-SERVICE POS TERMINAL

ZQ-ST150
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Specification ZQ-ST150

·

Customized mainboard with few cable connections. The inside is very neat.

·Rotatable and inseparable cable cover.

·Easy to add customer display or secondary monitor.

·Peripheral connection cables could easily go through the base and be fixed well.

·Pluggable Dallas Lock / MSR moduleswithout cable connection.

Aluminum housing design. Fan-less design.

·

Z8 SERIES TOUCH POS

Specification



Z8 SERIES TOUCH POS

VFD or 9.7" secondary monitor (option)

1 x MINI-PCIE (for 4G/WIFI), 

1 x Micro-SIM (on board)

Realtek RTL8106E-CG (on board)

DDR3L 1333/1600MHz, 4GB as standard, optional up to 8GB

64GB SSD as standard, optional up to 256GB, 1 x SATA, 1 x M-SATA

Realtek ALC 662HD (on board)

-10 ~ 60 degrees, 0% ~ 95%

ZQ-T8650 ZQ-T8550 ZQ-T8556

15” TFT LCD, 1024 x 768 (max.)

15” Capacitive touch panel

DC24V

100 ~ 240V / 47 ~ 63Hz

Windows 8, Windows 10, Linux (not included)

Intel HD Graphics

VGA, LVDS,EDP

CPU

Graphics

Graphic Output

Display

Viewing Angle

Touch Solution

RAM

Storage

Audio

LAN

Extended Slots

Customer Display

I/O Ports

O.S. Compliant

Input Power

Power Supply

Work Environment

Intel Core i5 4210U, 1.7GHz up to 2.7GHz

Intel HD Graphics 4400

VGA, HDMI, LVDS,EDP

Realtek RTL8111H, 1000M (on board)

1 x MINI-PCIE (for 4G/WIFI), 

1 x SIM (on board)

2 x USB3.0, 

6 x USB2.0

1 x LAN

1 x VGA

1 x HDMI

1 x MIC-IN, 1 x LINE-OUT

1 x DC12V_OUT

2 x RS232

∅2.5 x DC12V

100 ~ 240V / 47 ~ 63Hz

Intel Baytrail-D,Celeron J1900,2.0GHz 

up to 2.41GHz ,TDP 10W

45 degree adjustable

1 x DC24V_IN, 1 x DC12V_OUT

1 x RJ11 for cash box

3 x RJ48 for RS232

4 x USB2.0 + 1 x USB2.0

1 x RJ45 for LAN

1 x VGA

1 x LINE-OUT

Intel Baytrail-D,Celeron J1900,2.0GHz 

up to 2.41GHz ,TDP 10W

15.6” TFT LCD, 1920 x1080(max)

15.6” Capacitive touch panel

VFD or 13.3" secondary monitor (option)

1 x DC24V_IN, 1 x DC12V_OUT

1 x RJ11 for cash box

3 x RJ48 for RS232

4 x USB2.0 + 1 x USB2.0

1 x RJ45 for LAN

1 x VGA

1 x LINE-OUT

Specification

Smart VGAWindows Linux  Capacitive touch RS232

 (option)  (option)

PC BASED TOUCH POS 

15"

Fanless system with BayTrail J1900 

   Quad Core CPU

·True flat water proof touch screen

·Easy maintenance

·Various options of peripherals

·Interfaces  in  up  side, easy to plug 

   cables

·

15.6"
16 9:

·Monitor 

·Fanless system with BayTrail J1900 

   Quad Core CPU

·True flat water proof touch screen

·Easy maintenance

·Various options of peripherals

·Interfaces in up  side,  easy to plug 

   bcables

housing made by Aluminum

CPU

Memory

Network

Video Card

Sound Port

HDD

I/O PORTS

O.S. Compliant

Power Supply

Dimension

DISPLAY

Touch Screen

ENVIRONMENT

354x222x340mm(WxDxH)

LCD: 15” IPS TFT

Resolution: 1024X768

Multi-point capacitive touch panel

Operation Temperature: 0~40℃

Storage Temperature: -40~50℃

Humidity: 38~80%℃

Intel® Bay-Trail J1900 Quad Core

2GB or above

RTL8168DE PCI-E Gigabit Ethernet NIC

Intel Graphics Media

1 port

64GB SSD or above

USB: 6 x USB 2.0 port

Serial Port: 2 x DB-9 RS232

VGA: 1 x DB-15 VGA Interface

LAN: 1 x 10/100/1000 Mbps

Audio: 1 x Output

Power Input: 1

WIN7 / WIN8 / WIN10 / Linux(not included)

100-240V/ 3.5A 47~63Hz

Viewing Angle: 45 degree adjustable

354x222x340mm(WxDxH)

LCD: 15.6” IPS TFT

Resolution: 1920X1080

Specification ZQ-T8350 ZQ-T8356

ZQ-T8350 ZQ-T8356

SmartWindows Linux  Capacitive touch 
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 (option)

15" 15.6"15"

ZQ-T8650 ZQ-T8550 ZQ-T8556

9.7"
13.3"



CPU

RAM/Storage

Network

O.S. Compliant

Video Card

Screen

Resolution

External Port

Power Supply

USB: 6 x USB 2.0 port

Serial Port: 2 x DB-9 RS232

VGA: 1 x DB-15 VGA Interface

LAN: 1 x 10/100/1000 Mbps

Audio: 1 x Output

Power Input: 1

100-240V/ 3.5A 47~63Hz

·Aluminum Housing

·True flat water proof 

   touch screen

·Easy maintenance

·Various options of 

   peripherals

·Aluminum Housing

·True flat water proof 

   touch screen

·Easy maintenance

·Various options of 

   peripherals

·Aluminum Housing

·True flat water proof 

   touch screen

·Easy maintenance

·Various options of 

   peripherals

15” TFT LCD with 

 capacitive touch

1024x768

17” TFT LCD with 

capacitive touch

1280x1024

19” TFT LCD with 

capacitive touch

1440x900

Intel® Celeron J1900 series processor Baytrail-D chipset

DDR3 4GB / 64GB SSD or above

RTL8168DE PCI-E Gigabit Ethernet NIC

WIN7 / WIN8 / WIN10 / Linux(not included)

Intel Graphics Media

15"

ZQ-T9150 ZQ-T9170 ZQ-T9190

17" 19"

ZQ-T9150 ZQ-T9170 ZQ-T9190Specification
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PC BASED TOUCH POS 

SmartWindows Linux RS232

PC BASED TOUCH POS 

· ”

·Aluminum Housing 

·Various options of peripherals

·Capacitive multi-points

   touch panel 

·Fanless design

·Operator display angles adjustable

Double 15  Screens POS TerminalFanless system with BayTrail J1900 

   Quad Core CPU

·True flat water proof touch screen

·Easy maintenance

·Various options of peripherals

·Interfaces in up side, easy  to plug 

   cables.

·

15"+15"

Intel® Bay-Trail J1900 Quad Core

2GB or above

64GB SSD or above

WIN7 / WIN8 / WIN10 / Linux(not included)

354x222x340mm(WxDxH)

Viewing Angle: 45 degree adjustable

LCD: 15.6” IPS TFT

Resolution: 1920X1080

Touch Screen: multi-point capacitive touch panel

15.6” IPS TFT,1920x1080

Intel® Celeron J1900 series processor

DDR3 4GB

64GB SSD or above

WIN7 / WIN8 / WIN10 / Linux(not included)

350x250x390mm(WxDxH)

Viewing Angle:45 degree for dual screens adjustable

15” TFT LCD with resistive or capacitive touch,

1024x768

15” TFT LCD,1024x768

ZQ-T8356 DUAL ZQ-9080DSpecification

CPU

Memory

Network

Video Card

HDD

I/O PORTS

O.S. Compliant

Power Supply

Dimension

DISPLAY

ENVIRONMENT

Second Screen

ZQ-T8356 DUAL ZQ-9080D

RTL8168DE PCI-E Gigabit Ethernet NIC

Intel Graphics Media

USB: 6 x USB 2.0 port

Serial Port: 2 x DB-9 RS232

VGA: 1 x DB-15 VGA Interface

LAN: 1 x 10/100/1000 Mbps

Audio: 1 x Output

Power Input: 1

100-240V/ 3.5A 47~63Hz

Operation Temperature: 0~40℃

Storage Temperature: -40~50℃

Humidity: 38~80%

SmartWindows Linux  Capacitive touch 

15.6"+15.6"



9.7"

MSR/Dallas Key/RFID

Customer Display MSR Dallas Key Various InterfacesCapacitive Touch Panel
   and LCD Adjustable

15"

·Aluminum Housing

·Built-in 80mm Seiko mechanism 

    thermal printer 

·Various options of peripherals

·Capacitive multi-points touch 

    panel (optional)

·Operator display angles adjustable

ALL IN ONE POS SYSTEM

·Aluminum Housing 

·Built-in 80mm Seiko mechanism 

   thermal printer 

·Various options of peripherals

·Capacitive multi-points touch panel

·Fanless design

·Operator display angle adjustable

CPU

RAM

LCD

Storage

Thermal Printer

Touch Screen

Customer Display

External Port

Power Supply

Dimension

DDR3 2GB or above

9.7"TFT LCD,1024x768

64GB SSD or above

Capacitive

1 RS232 serial interfaces,  

1 VGA interface,  

1 RJ45 Ethernet port,

4 USB interfaces,  

1 Cash Drawer Interface

250(L)X205(W)X 323(H)mm

DDR3 4GB or above

15"TFT LCD 1024x768

64GB SSD or above

 Capacitive 

2 RS232 serial interfaces,  

1 VGA interface,  

1 RJ45 Ethernet port,

4 USB interfaces,

350(L)X225(W)X 375(H)mm  

Specification ZQ-P1088mini ZQ-P1088max
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 ZQ-P1088 Max Optional

Intel Celeron J1900 series processor Baytrail-D chipset

80mm Thermal Printer,  Automatic cutter,  

Max 170 mm/sec, Diameter Max.Φ80 

20x2 VFD or LCD

DC24V,5A

ZQ-P1088 mini ZQ-P1088 max

SmartWindows Linux  Capacitive touch RS232Easy-loading

TOUCH MONITOR

·

·

·Flat touch panel design

·Stable and solid qualified base

·Wide adjusting angle for display panel

15" normal screen touch monitor

Multi-points capacitive touch solution

·15.6" wide screen touch monitor with 

   high resolution

·Multi-points capacitive touch solution

·Flat touch panel design

·Stable and solid qualified base

·Wide range viewing angle

·Wide adjusting angle for display panel

15" 15.6"

Display Panel

Touch Panel

Touch Monitor

ZQ-1500GT ZQ-1560GT

-10 ~ 60°C, ≤65%RH

-20 ~ 70°C, ≤85%RH

-5~ 85° (0° at horizontal)

LED Life

Resolution

Display Size

Luminance of White

Contrast Ratio

Viewing Angle Range (min)

Response Time (white black)

Data Interface

30000 hours

35ms

VGA

Touch Solution

XY Channel

Surface Hardness

Interface Type

Capacitive multi-points

>6H

USB

Operating Temperature & Humidity

Storage Temperature & Humidity

Panel Adjustable Angle

Weight

Dimension

4.5kg

35.4 x 21 x 31.9cm

35x61

4.2kg

39.4 x 21 x 30.2cm

46x35

1024x768

15” TFT LCD

300cd/sqm

900 ~ 1500

70 degrees

1920x1080

15.6” TFT LCD

250cd/sqm

500 minimum

45 degrees

ZQ-1500GT ZQ-1560GT



Specification

PC BASED TOUCH POS 

ANDROID MOBILE POS

·Break-through design with high performance and 

   endurance in commercial situations

·Multi-point capacitive touch solution

·Rockchip quad-core CPU with Android 5.1

·High battery volume with long time working endurance

·Built-in peripheral functions optional available 

   including printer, QR code scanner, RFID etc.

·WIFI, 3G/4G, Bluetooth optional available.

2D Scanner
Module(optional) 

Speaker 
Integrated

2 inch Thermal 
Printer 7" Screen

DC Input USB

COM

Cash Drawer

QR Code 
Camera 

Contact Pins for 
Docking Station

Speaker 
Integrated

2 inch Thermal Printer

DC Power Input

Data Ports & Protective 
Rubber Cover

·

   endurance in commercial situations

·High resolution with IPS technology and wide visible angle

·Multi-point capacitive touch solution

·Rockchip quad-core CPU with Android 6.0

·High battery volume with long time working endurance

·Built-in peripheral functions optional available 

   including printer, camera, RFID etc.

·WIFI, 3G/4G, Bluetooth optional available.

Break-through design with high performance and 

System

CPU

RAM

ROM

Display

Touch screen

WIFI

Bluetooth

4G(Optional)

Microphone

Speaker

Battery

NFC(optional)

Button

Port

Docking station

Dimension

Android 6.0

1.3GHz Quad-core

1GB

8GB(Optional 16GB)

5.5” IPS, Resolution 720×1280

Multi-point capacitive touch panel

802.11 a/b/g/n（2.4G+5G）

V4.0, Compatible with V2.0 / V3.0

GSM:B3, B8/FDD-LTE:B1, B3/WCDMA:B1/TD-SCDMA:

B34, B39/TD-LTE:B39, B40, B38, B41

Support acoustic payment

Mono channel 1W(volume adjustable)

Built-in 3.85V/5200mAh

SO14443A, ISO14443B

Power button, volume button

Micro USB, SIM slot, Audio Jack

INPUT: DC5V/2A

217mm×90mm×58mm

Android 5.1

1.6GHz Quad-core A9（RK3188）

1GB(Optional 2GB)

8GB

7” TN, Resolution: 1024×600

Multi-point capacitive touch panel

802.11 b/g/n (2.4G)

V4.0, compatible with V2.0 / V3.0

GSM:B3, B8/FDD-LTE:B1, 

B3/WCDMA:B1/TD-SCDMA:B34, 

B39/TD-LTE:B39, B40, B38, B41

N/A

Mono channel 1W(volume adjustable)

2D Scanner module(optional)

Built-in 3.7V/5200mAh

SO14443A, ISO14443B

Power button

1xUSB HOST, 1xUSB OTG,1xRJ11 cash drawer port

1x3.5mm Audio output,1xDC input  

N/A

263mm(L)×111.5mm(W)×69.5mm(H)

Paper width

Printer head life

Printing method

Paper roll diameter

58mm

50km

Direct Thermal

Maxφ40mm

Printer

ZQ-M2 ZQ-M7A

ZQ-M2 ZQ-M7A
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A9 ANDROID POS SERIES

·

    and impression

·Slim shape and endurable material structures a 

   solid quality image and high stability

·Quad-core Rockchip CPU provides excellent system 

   performance and user experience

·Abundant extendable peripheral functions, such MSR,

    Dallas-key, RFID etc.

·Customer display or secondary monitor is available 

   and convenient for business exploring

·Modular designed printer provides more options and

   compact design image

·Young and fashion design element with three optional 

   colors for rear cover ring

Novel design curves promotes user experience

Specification

CPU

Graphics Output

Display

Viewing Angle

Touch Solution

RAM

Storage

LAN

WIFI

Extended slots

I/O Ports

O.S.

Power Supply

Work Environment

Sizes

Weight

RAM Cortex-A53,1.5GHz, RK3368  

4 x USB2.0

1 x RJ48 for Rs232

1 x RJ45 for LAN

1 x RJ11 for cash box

1 x LINE-OUT

1 x DC24V_IN

RAM Cortex-A17, 1.8GHz, RK3288

4 x USB2.0

1 x DB9M 

1 x RJ45 for LAN

1 x DC12V_IN

 

LVDS, EDP

15.6" TFT LCD,1920x1080(MAX)

45 degree adjustable

15.6" Capacitive touch panel

8GB as standard, optional Up to 16GB/32GB

802.11 b/g/n (2.4G)

Android 7.1

 100~240V/47~63Hz

-10~60 degree, 0%~95%

394mmx205mmx345mm

2.7kg

DDR3,1GB as standard, optional Up to 2GB

100M(on Board)

1 x TF(on Board)

DDR3,2GB as standard, optional Up to 4GB

1000M(on Board)

1 x TF(on Board)

1 x SIM(on Board)

ZQ-A9156 ZQ-A9256

 Capacitive touch Android Smart RS232

 ZQ-A9156 / ZQ-A9256

Printer Specification (optional)

Printer 

Printing Size

Printer Paper Roll

Printer Connection

Direct thermal line printing

58mm or 80mm (optional)

Thermal paper roll, diameter: 50mm max.

USB or RS232

 Dual screen solution available

 (option)



·Aluminum Housing 

·Water proof flat touch panel

·Easy maintenance

·Various options of peripherals

·Android system
15"

ANDROID POS SYSTEM

15.6"

·Android system
·True flat touch panel design
·Capacitive touch solution as standard
·Wide screen at 16:9 screen ratio of high resolution
·Reasonable, considerable and ergonomic cable design
·Fast CPU solution
·Optional dual screen solution

Optional  
·MSR/ Dallas key

·Aluminum Housing 

·Built-in 80mm Seiko mechanism thermal printer 

·Various options of peripherals

·Capacitive multi-points touch panel

·Fanless design

·Operator display angle adjustable

9.7"

·Aluminum Housing 

·Built-in 80mm Seiko mechanism thermal printer 

·Various options of peripherals

·Fanless design

·Operator display angle adjustable

15"

ANDROID POS SYSTEM
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CPU

RAM

Storage

Internet

Touch Screen

Customer Display

External Port

Power Supply

Dimension

Rockchip RK3288 Quad-core (Android5.1)

DDR3 2GB

8GB or above

Optional 802.11 b/g/n WI-FI module

15” diagonal,  resistive or capacitive,1024x768

VFD/LCD/LED(optional)

2 RS232 serial interfaces,  1 RJ45 Ethernet port,

4 USB interfaces 

DC12V,5A

350(L)X200(W)X330(H)mm

Specification ZQ-A9150

CPU

RAM

Storage

Optional

Operating System

Languages

Operator Display

Touch Screen

Customer Display

(optional)

Internet

MSR

External Port

Power Supply

Environment

Dimension

Quad-Core Rockchip 3288 A17 1.8GHZ

2GB

8GB

16G ,32GB

Android5.1

English /Chinese /Russian /French /German /Italian /Spanish

15.6” TFT,1920X1080 EDP

15.6”,capacitive,USB

2x20 Digit, DC5V, RS232, 9600BPS, ASCⅡ code,

15. 6” TFT Display,1920 x 1080 , EDP

Optional 802.11 b/g/n WI-FI module

1,2,3 track USB port(optional)

2 RS232 serial interfaces,1 RJ45 Ethernet port

4 USB interfaces,1 DC 12V input interface

1 TF,1 Audio

DC12V,5A

Operating temperature and humidity：-10°C ~ 40°C, 20 ~ 80% RH

Storage temperature and humidity：-20°C ~ 50°C, 20 ~ 90% RH

Single screen:395X215X325mm(WxDxH)

Dual screen:395X270X355mm(WxDxH)

ZQ-A8356Specification

CPU

RAM

LCD

Customer Display

Storage

Internet

Printer

Touch Screen

Printer Connection

External Port

Power Supply

Dimension

Rockchip RK3288 Quad-core (Android 5.1) 

DDR3 1GB

VFD/LCD/LED(optional)

4GB or above

Optional 802.11 b/g/n WI-FI module

80mm thermal printer with auto cutter

Capacitive touch panel

USB and RS232

1 RS232 serial interfaces, 1 RJ45 Ethernet port

4 USB interfaces,  1 DC24V input interface 

1 Cash Drawer Interface

DC24V,5A

9.7” TFT LCD,1024x768

250(L)X205(W)X 323(H)mm

15” TFT LCD,1024x768

350(L)X225(W)X 375(H)mm

ZQ-P1088maxZQ-P1088miniSpecification

ZQ-A9150

ZQ-A8356

ZQ-A1088 mini ZQ-A1088 max

RS232 Smart Easy-loadingAndroid



 Capacitive Touch Panel Customer Display Multi Ports Camera for option  IC Card Reader

·

·Android  system

·Built-in printer can print label(sticker) or 

   80mm thermal paper.

·With camera can scan 2D barcode.

·Muti inerfaces support Lan,USB,Serial port.

·With Wi-Fi, 3G/4G optional

7” Capacitive Touch panel  ·10.1” Capacitive touch panel 

 ·Android  system

 ·Built-in thermal printer 

 ·Muti data ports

 ·WiFi supported / 3G or 4G optional

ANDROID POS SYSTEM

Memory

Storage

Camera (Optional)

Internet(Optional)

Opertating System

Customer Display(optional)

Printer

Battery(optional)

Touch Screen

Display

External Port

Power Supply

Dimension

CPU

0.3MP  2D Barcode scanner

N/A

80mm thermal printer supports label printing

N/A

Multipoint capacitive touch

7” TFT LCD,1024x600

1 x DC 12V  input,4 x USB,1 x Ethernet,1 x RS232

1 x TF/SD card slot

DC 12V,5A

255(L) X 253(W) X 116.5(H)mm

N/A

LED  9 Digit,   DC5V,   RS232,   9600BPS Characters: 0…9 

LCD  2*20 Digit, DC5V,  RS232,  9600BPS;  ASCII code 

58mm thermal printer, 60mm /sec.

8.4V 2200mAh

10.1” diagonal,  Projected Capacitive touch, I2C 

10.1” TFT LCD,1024x600

4 x USB,  1 x TF,  1 x LAN, 1 x DC12V Input,  

1 x Cash Drawer，1 x RS232

DC 12V,5A

276(L) X 272(W) X 95(H)mm

Rockchip RK3288  Quad Core (Android 5.1) 

DDR3 1GB

NAND Flash 4GB,32G TF/SD card Extendable 

WIFI, 100 LAN ,3G / 4G module

Andriod 5.1

Android Smart RS232

Specification ZQ-900 ZQ-1010
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MOBILE PRINTER

Printing 

Resolution

Print Width 

Printing Speed

Cutter Type

Paper

Interface

Battery Type:

Battery Output:

Battery Capacity:

Dimensions (WxDxH)

Weight

48mm

1100mAh/1300mAh(optional)

78 x125 x 38 mm(No MSR)

78 x132 x 38 mm(With MSR)

250g 

48mm

1100mAh/1300mAh(optional)

78 x125 x 38 mm(No MSR)

78 x132 x 38 mm(With MSR)

250g 

72mm

 Paper Width:80mm

1300mAh or 2100mAh

100 x121 x 46 mm(No MSR)

100 x128 x 46 mm(With MSR)

275g   

104mm

50mm

Paper Width:112mm

2100mAh

163x143x 65 mm(No MSR)

590g 

                    Paper Width:58mm

Serial, USB, Bluetooth

 Lithium-Ion

DC7.4V

Printing Method

Resolution

Print width

Printing speed

Paper Roll

Receive buffer size

Sensors

Cutter Type

 Interface

Barcode

Battery

Power input

MSR(option)

Dimensions 

Weight  

Direct thermal line printing

203dpi(8dots/mm)

111mm

thermal paper:80mm/s

stick paper:70mm/s

Paper Diameter: 60mm(MAX)

114mm

128KB

Black Mark,Label Gap,Paper

 Absence,Cover Open,Temperature

Manual Tearing

RS-232,USB2.0,Bluetooth4.0 dual-mode

JAN13(EAN13),JAN8(EAN8)

CODE39,CODE93,CODE128,

CODABAR,ITF,UPC-A,UPC-E,

QR

Type: Lithium-Ion

Output:DC7.4V

Capacity:2600mAh

Input AC110~240V

Output DC9V 3A

---

159x152x72mm

700g

Direct thermal line printing

203dpi(8dots/mm)

48mm

60mm/sec

Paper Diameter: 50mm(MAX)

Paper Width: 58mm

4KB

Paper Absence

Manual Tearing

Serial,USB,Bluetooth(option)

1D:CODE 39,CODE128,

EAN-8,EAN-13

Type: Lithium-Ion(option)

Output:DC7.4V

Capacity:1300mAh"

Input AC110~240V

Output DC9V 3A

Auto 1/2/3 track (option)

121x113x70mm

250g

Direct thermal line printing

203dpi(8dots/mm)

72mm

60mm/sec

Paper Diameter: 50mm(MAX)

Paper Width: 80mm

4KB

Paper Absence

Manual Tearing

Serial,USB,Bluetooth(option)

1D:CODE 39,CODE128,

EAN-8,EAN-13

Type: Lithium-Ion(option)

Output:DC7.4V

Capacity:2100mAh

Input AC110~240V

Output DC9V 3A

---

120x125 x71mm

275g

ZQ-321M ZQ-320M ZQ-330M ZQ-340M 

ZQ-322M ZQ-342M ZQ-DM501 ZQ-DM801

Specification

Specification

Direct thermal line printing

203dpi(8dots/mm)

60mm/sec(MAX)

Manual tearing

Paper Type: Thermal Paper

Paper Diameter:40mm(MAX)

ZQ-900 ZQ-1010

Direct thermal line printing

203dpi(8dots/mm)

72mm

57mm width:58mm/s

80mm width:27mm/s

Paper Diameter: 38mm(MAX)

Paper Width: 80mm

128KB

Black Label,Label Differential,

Paper Absence,Cover Open,

Temperature

Manual Tearing

RS-232,USB2.0,Bluetooth2.0

JAN13(EAN13),JAN8(EAN8)

CODE39,CODE93,CODE128,

CODABAR,ITF,UPC-A,UPC-E,

QR

Type: Lithium-Ion

Output:DC7.4V

Capacity:1400mAh"

Input AC110~240V

Output DC8.4V 0.8A; 

---

110x105x45mm

263g

AB-321M AB-320M AB-330M AB-340M

AB-322M AB-342M AB-DM501 AB-DM801



Printing Method

Printing Speed

Printing Width

Resolution

Paper type

Paper Width

Paper Roll Diameter

Drawer Port

Interface

Power Supply

 (Adapter)

Barcodes

Dimensions 

Maxφ80.0mm

AC120 ~230V ±10%(include)

DC 24V,2A

131x 163 x 129 mm

Maxφ75.0mm

AC120 ~230V ± 10%(include)

DC 12V,2A

130x 220 x 120 mm

 Maxφ62.0mm

AC110 ~ 240V, DC 8.5V,

3.5A(Power Adapter)

180(L)x 129(W)x 111(H)mm

72mm

79.5±0.5mm

USB, RS232, LAN

DC24V,2A

128.7 (L) x 129.7 (W) x 134.9 (H)mm

Specification AB-58C AB-58MK AB-58D AB-RP10

THERMAL RECEIPT PRINTER

Direct Thermal

150mm/s

203DPI (8Dots/mm)

Thermal Paper

RJ11
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220mm/s

 

50million pulses or more

1,000,000 cuts

USB+RS232,(WIFI or 

Bluetooth is optional)

DC24V,2.5A

192.8X145X140.5mm

250mm/s

RS-232C,USB,Ethernet

DC 24V,2A

150x196x147 mm

300mm/s

RS-232C, USB,Ethernet

DC 24V,2A

150x196x147mm

250mm/s

USB + RS232 + LAN (WIFI and

Bluetooth optional available)

DC24V,2.5A 

190 X150  X128 mm

AB-88D AB-88H AB-F800 AB-QP8810Specification

PANEL  PRINTER

Printing

Resolution

Print Width

Printing Speed

Paper Roll

Interface

Input Power

Power Adaptor

Auto cutter

MCBF        

Wear Life

Dimensions (WxDxH)

60mm/sec

Paper Type: Thermal Paper

Paper Diameter:50mm

Paper Width:58mm

DC 12V~24V 2.0A(MAX) 

Paper feed length 

Approximately 50 Km

85  x 85 x65mm

60mm/sec

Paper Type: Thermal Paper

Paper Diameter:60mm

Paper Width:58mm

DC 12~24V 4.0A(Max)

Paper feed length 

Approximately 50 Km

107 x 109 x 103mm

72mm

60mm/sec

Paper Type: Thermal Paper

Paper Diameter:60mm

Paper Width:80mm

DC 12~24V 4.0A(Max)

Paper feed length 

Approximately 50 Km

130 x 117 x 97mm

AB-R5850 AB-R5860C AB-R8060C

Printing

Resolution

Print Width

Printing Speed

Paper Roll

Interface

Input Power

Power Adaptor

Auto cutter

Dimensions (WxDxH)

Direct thermal line printing

203dpi(8dots/mm)

48mm

170mm/s

Paper Type: Thermal Paper

Paper Diameter:60mm

Paper Width:58mm

RS232 & USB

DC24V 2.0A

Option

Partial Cut/Full Cut

107x95x86.5mm

Direct thermal line printing

203dpi(8dots/mm)

48mm

170mm/s

Paper Type: Thermal Paper

Paper Diameter:80mm

Paper Width:58mm

RS232 & USB

DC24V 2.0A(MAX)

Option

Partial Cut/Full Cut

127x95x100mm

Direct thermal line printing

203dpi(8dots/mm)

72mm

170mm/s

Paper Type:Thermal Paper

Paper Diameter:60mm

Paper Width:80mm

RS232 & USB

DC24V, 2A

Option

Partial Cut/Full Cut

117.5x107x86.5mm

Tdirect thermal line printing

203dpi(8dots/mm)

72mm

170mm/s

Paper Type:Thermal Paper

Paper Diameter:80mm

Paper Width:80mm

RS232 & USB

DC24V, 2A

Option

Partial Cut/Full Cut

117.5x127x104.5mm

AB-PD560 AB-PD580 AB-PD860 AB-PD880

Direct thermal line printing

203dpi(8dots/mm)

48mm

RS-232C/USB

Optional

Electric Life:100,000,000 pulses

No Partial Cut

Specification

Specification

Printing Method

Printing Density

Printing Speed

Print Width

Paper type

MCBF

Auto cutter

Drawer Port

Interface options

Barcodes Supported

Power Supply(Adapter) 

Dimensions (W*L*H)

48mm

57.5±0.5mm

RS-232C, USB, Ethernet

(optional)

Direct Thermal

8dots/line

72mm

Thermal Paper：79.5±0.5mm

Max Diameter：80mm

Partial Cut/Full Cut

RJ 11

1D: JAN13(EAN13), JAN8(EAN8), CODE39

CODE128, UPC-A, UPC-E, ITF, CODABAR

CODE93

2D: QRCODE     

1D: JAN13(EAN13), JAN8(EAN8), 

     CODE39,CODE128, UPC-A, 

     UPC-E, CODE93, CODABAR  

2D: QR, PDF417

100 million pulses or more

1,000,000 cuts

AB-58C AB-58MK AB-58D AB-RP10

AB-88D AB-88H AB-F800 AB-QP8810

AB-PD560 AB-PD580 AB-PD860 AB-PD880

AB-R5850 AB-R5860C AB-R8060C



·

   barcode printing

·High printing speed

·Wide range of printing 

   size adjustable

·Popular data connection 

  options

·Easy operation and 

   maintenance

Support label and 
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BARCODE & LABEL PRINTER

Printing

Dot density

Print speed

Print width 

Print length

Print paper

Cutter type

Paper type

Paper width

Paper height

Paper thickness

Paper roll dimension

Paper clearance height 

Receive buffer

Interface 

Power

Standby

Wear life

Environment

Dimension

Thermal dot line printing

8 dots / mm

150mm/s (MAX)

104mm  (MAX)

1000mm (MAX)

Big roll OD: 175mm (MAX),   Small roll OD: 100mm (MAX)

Manual tearing 

Continuous thermal paper, black-label paper, perforated paper

32~114mm

40~1000mm

MAX: 0.254mm(10mil) , MIN: 0.06mm(2.36mil) 

25.4mm~76mm(1’’~3’’)

MIN: 2mm(0.09’’)

8MB

RS232, USB

1.5W

Printing head: 150km

Working temperature and humidity: -5~50℃；10~90%RH    

Storage temperature and humidity:-40~80℃；5~90%RH

DC24V, 3.5A

 

275(L)x175(W)x150(H)mm

     Support kinds of waybill printing, it is also printing dispatch bill and barcode sticker.

     ·Printing paper:continuous thermal paper, black-mark paper, perforated paper and so on.

     ·Paper width:108mm, big paper roll diameter: 175mm(max)

     ·Excellent printing speed up to 150mm/s

     ·Automatic test paper

·

AB-U950 AB-U951Specification

DC24V,  2A

222(L)x131(W)x135(H)mm 

Printing Method

Resolution

Printing Speed

Printing Width

Paper Roll

Paper Tearing

Thermal printing

8 dots/mm

100mm/s max.

16-80mm

Thermal sticker paper roll: 25.14±0.5mm

Diameter (max.): 100mm

Manual

Data Buffer

Barcodes

Port Options

Power Input

Power Consumption

(standby)

Power Rated

Power Max.

Lifespan

Environment

Sizes

Net Weight

4MB

1D: Code 39,Code 93,Code128UCC,Code 

128 subset A,B,Codabar,Interleave 2 of 5

EAN-8,EAN-13,EAN-128,UPC-A,UPC-E

2D: PDF-147,Maxicode,DataMatrix,QR Code

USB / RS-232

Input:AC100-240V 

Output:DC 24V2.5A

2.2W

56W

160W

Printer Mechanism: 100,000,000 pulses 

or above; 50km or above

Work Temp. & Humidity: 0~45℃,35~85%RH

Storage Temp. & Humidity: -10~50℃,10~90%RH

215×145×140mm

1.25KG

Specification AB-F820

DOT  MATRIX  IMPACT  PRINTER

AB-220KSpecification AB-220KC

Printing Method

Printing Speed

Character Size

Character Per Line

Paper type

Paper Width

Paper Roll Diameter

Paper Supply Method

Emulation

Auto cutter

Auto cutter life

Drawer Port

Interface

Print head life

Power Supply 

(Adapter)

Dimensions (W*L*H)

Dot Matrix

4.6 LPS

Font : 7 X 9

40

Roll Paper      

76±0.5mm     

Maxφ75.0mm

Auto Paper Loading

ESC/POS

Manual tear

N/A

RJ11

RS-232C, IEEE1284,USB

300 million dots/wire

AC120 ~230V ±10%(include) 

DC 24V,2A

160 x 247x 130 mm

Dot Matrix

4.6 LPS

Font : 7 X 9

40

Roll Paper      

76±0.5mm     

Maxφ75.0mm

Auto Paper Loading

ESC/POS

Half cut

1,500,000 cuts

RJ11

RS-232C, IEEE1284,USB

300 million dots/wire

AC120 ~230V ±10%(include) 

DC 24V,2A

160 x 247x 130 mm

AB-220K AB-220KC

AB-350K

AB-F820

AB-U950 / AB-U951

Specification AB-350K

Printing Method

Printing Speed

Character Size

Character Per Line

Paper type

Paper Width

Paper Roll Diameter

Paper Supply Method

Emulation

Auto cutter

Auto cutter life

Drawer Port

Interface

Print head life

Power Supply 

(Adapter)

Dimensions (W*L*H)

9 pins Serial impact dot matrix

4.6 LPS

Font : 7 X 9

40

Sprocket paper       

76mm ±0.5mm  

N/A

Manual

ESC/POS

Manual tear 

N/A

N/A

RS-232C, USB

300 million dots/wire

AC120 ~230V± 10%        

 DC 24V, 2A

146 x 288 x 86 mm
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ELECTRONIC CASH REGISTER

ZQ-ECR1000AF ZQ-ERC2200A ZQ-ECR3000AF ZQ-ECR4000AF

POLE DISPLAY SERIES

Specification

CPU

Printer Head

Printing Speed

Paper Supply Method

Paper Width

Operator Display

Customer Display

Keyboard

Departments

Clerks

Interface

Cash Drawer

Power Supply

PLUs

Memory Billing

Customer Management

Stock Management

Profit Analysis

Back-up Battery

Dimension (W*L*H)

ARM 7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

128x64 LCM

6 digits LED

40 Keys

100

99

1XRS232,1XPS2,1XUSB

9V cash drawer

Switch power

Max.2560

Yes

No

Yes

Yes

No

267 x 266 x 105mm

ZQ-ECR100 ZQ-ERC110 ZQ-ECR800 ZQ-ECR1200Specification

CPU

Printer Head

Printing Speed

Paper Supply Method

Paper Width

Operator Display

Customer Display

Keyboard

Departments

Clerks

Interface

Cash Drawer

Power Supply

PLUs

Memory Billing

Customer Management

Stock Management

Profit Analysis

Back-up Battery

Dimension (W*L*H)

ARM 7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

128x64 LCM

6  digits LED

59 Keys  

100

100

2XRS232,1XPS2

9V cash drawer

Switch power

Max. 10240

Yes

Yes

Yes

Yes

Option

350 x 400 x 270 mm

ARM 7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

Numeric display (9-character LED)

6 digits LED

40 Keys  

16

8

1XRS232,1XPS2

9V cash drawer

Switch power

Max. 200

Yes

No

Yes

Yes

No

295 x 345 x 250mm 

ARM 7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

128x64 LCM

6  digits LED

48 Keys  

100

100

1XRS232,1XPS2,1XUSB

9V cash drawer

Switch power

Max. 2000

Yes

No

Yes

Yes

No

295 x 345 x 250mm 

ARM7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

128x64 LCM

6 digits LED

39 Keys  

100

100

2XRS232, 1XPS2

9V cash drawer

Switch power

Max. 4096

Yes

Yes

Yes

Yes

No

340x380x250 mm

ARM 7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

128x64 LCM

6  digits LED

40 Keys  

100

100

2XRS232,1XPS2

9V cash drawer

Switch power

Max. 4096

Yes

Yes

Yes

Yes

No

209x310x140 mm 

ARM7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

128x64 LCM

6 or 10 digits LED

93 Keys  

100

100

2XRS232, 1XPS2

9V cash drawer

Switch power

Max. 10240 

Yes

Yes

Yes

Yes

Option

350x400x270 mm

ARM 7

1-Station Thermal

Max:60mm/s

Easy-Loading paper

58mm

128x64 LCM

6 or 10 digits LED

Flat keyboard 93 Keys  

100

100

2XRS232,1XPS2

9V cash drawer

Switch power

Max. 10240 

Yes

Yes

Yes

Yes

Option

350x400x270 mm  

ZQ-VFD510 ZQ VFD2600-

Interface

Power

Characters

Character type

Character font

Display panel

Support height

Base size

Weight

USB&RS232

DC12V 1A

20X2 lines

96 ASC II

5X7

170x74x65mm

135mm

135+120mm

135+120+120mm

187x83x23mm

About 0.6Kg

Interface

Power

Characters

Character type

Character font

Display panel

Support height

Weight

USB&RS232

DC12V 1A

20X2 lines

96 ASC II

5X7

206x118x283mm

206x118x403mm

206x118x523mm

About 0.6Kg

Interface

Power

Characters

Character type

Character font

Support height

Weight

Interface

Power

Characters

Character type

Character font

Support height

Weight

USB&RS232

DC12V 1A

20X2 lines

96 ASC II

5X7

171mm

171+120mm

About 1.0Kg

USB&RS232

DC12V 1A

20X2 lines

96 ASC II

12x24

171+120+120mm

About 1.0Kg

ZQ LCD2200-ZQ VFD2300-

ZQ-ECR100 ZQ-ECR110 ZQ-ECR800 ZQ-ECR1200

ZQ-ECR1000AF ZQ-ECR2200A ZQ-ECR3000AF ZQ-ECR4000AF

Interface

Power

Display

Characters

Character Type

Font

View Angle

Environment Condition

Display panel

Support height

Base size

Weight

ZQ-VFD2800

USB and RS232Port

DC 5V

VFD

40characters(20x2lines)

96 ASCII

5 x 7

8-35

Operate TEMP: -10℃~55℃

Storage TEMP: -20℃~65℃

Humidity: 30%-85%

225(w) x 92(H) x 62(D)mm

171mm/171+120mm

220(L) x 110(W) x 72(H) mm

1.0kg

ZQ VFD2800-
·EPSON emulation compatible

·3 level pole for length adjusting

·Adaptor of wide power input 

  range for easy using

Specification



24 www.zonerich.com 25 www.zonerich.com

Standard bill slot

Standard coin slot

Drive voltage

Rated current

Rated power

Check slot

Working condition

Service life

Tension of pull out 

Coil resistance

Cash joint

Material

Cashbox dimension

Surface treatment process

Color

Net weight

Cable length

Cashbox lock

3 or 4 

8 or 5

12v(9.5-24vcompatible)

1.5A±10%

18W

N/A

-5~55℃，5~85%RH

1million times 25%energization

1.0±0.2KG

8Ω±10%

Rj11

Plastics

328mm(W)×355mm(L)×82mm(H)

Powder coating on cashbox surface

Black/White/Grey(optional)

3.2KG

90mm

3-position key locks

5(option of 4 bills)

8

9~24v Compatible

1.5A±10%

18W

1mm≥800gf 3mm≥500gf

Temp. -5 ~ 5℃; Humidity 5 ~ 85%RH

1million times 25% powered

1.0±0.2KG

8Ω±10%

Rj11

Metal housing, plastic drawer, plastic tray

410×420×113mmThree position key lock

Powder coating on cashbox surface

Black/White

7.0KG

110mm

3-position key locks

5 (5 metal slots) 

 8

12v(9.5-24vcompatible)

1.5A±10%

18W

1mm≥800gf 3mm≥500gf 

-5~55℃,5~85%RH

1million times 25%energization

1.0±0.2KG

8Ω±10%

RJ11 6P4C

Metal housing, metal drawer, plastic tray

410(W)×416(L)×100(H)

Powder coating on cashbox surface

Black

7.0KG

140mm

3-position key locks

·This series of cashbox has comp-

    atibility, RJ-11 interface

·The relevant settings have 3 or 4, 

    paper currency slots and 8 coin or 

    5 coin spaces available.

·3-position locks

·Separated pulled out drawer box 

    for cash and coins

·This series of cashbox has good 

   compatibility, stainless steel 

   enclosure and RJ-11 interface 

·The relevant settings have the 

    3,4,5paper currency slots and 

    8 coin spaces available 

With metal tray

·3-position locks

·Noiseless track

·With check slot

·Separated pulled 

   out drawer box for 

   cash and coins

·

ZQ-330A ZQ-415D ZQ-410FSpecification

CASH DRAWER

Bill holders

Dividers

Roller

Key Lock

Media Slot

I/O Interface

Solenoid

Cable Connection

Emergency Opener

Global Currency

Cable Length

Durability

Metal wire gripper

Vertical plastic divider

Heavy Duty Plastic Rollers

Three position key lock

Single

RJ11

9~24V Compatible

External Cable on Rear

Emergent Release Lever 

on the chassis

US, Canada, Euro, Asia

1.3m

1000000 cycles

·

·Industrial Grade Material

·Three-position Key Lock

·Wide Compatibility

·Cable Cover

·6 Bills & 8 Coins

Vertical Bill Case

Dimension

N.W.

Bill Tray / Coin Tray

Cover

460x170x100mm

3.5kg

6B8C

Lockable cover

ZQ-170ASpecification

BARCODE SCANNER BARCODE SCANNER

650nm Laser

Handheld or Put on stand

Black or White

1/5,000,000

UPC-A, UPC-E, Industrial 

2 of 5, EAN8, EAN13, 

Code 128, EAN128, Code39, 

Code93, Codabar 125 etc.

RS232, PS2, USB

Manual / Automatic

RS232 Baud rate 2400 ~ 38400

(pcs0.9) 0.10mm (4mil)

433M or 2.4G

0-750mm 

120 reads/sec

0.10 ~ 0.825mm

10 ~ 520mm

DC 4.5-5.5V

120mA

30mA

IP65

158mm x 65mm x 88mm

ABS, EVA

125g (without cable)

Illuminant Type

Application

Color

Error Rate

Readable Barcode 

Types

Port Options

Scanning Trigger

Data Transfer Speed

Resolution

Communication

Scan Depth

Scan Speed

Scan Accuracy

Scan Distance

Power

Work Current

Static Current

Water Proof

Sizes (L x W x H)

Material

Weight

Specification ZQ-LS6025 Specification

Light Source

Application

Error Rate

Decode Capability

Support Interface

Scan Mode

Readable Distance

Data Transfer Speed

Scan Precision

Scan Width 

Scan Depth

Scan Speed

Power Voltage

Environment Luminance

Weight

650nm Laser

Handheld or Put on stand

1/3,000,000

UPC-A, UPC-E, 

Industrial 2 of 5, 

EAN8,EAN13, Code 128, 

EAN128, Code39,Code93, 

Codabar 125 etc.

PS2, USB

Manual / Automatic / 

Continue Scanning

25cm (250cm2 ); 

19.5cm (125cm2); 

8cm (small area)

RS232 Baud rate 

2400 ~ 38400

0.10mm (4mil)

60mm @ 30mm (distance); 

90mm @ 100m (distance)

10-420mm (pcs0.9,

 density0.25)

74 reads/sec

DC 5V

Sunlight 3000 lux max

115g (without cable)

ZQ-LS6000 II

Specification

Wireless Base

Barcodes

Resolution

Automatic Scan

Continuous Scan

Collimation

Scan Depth

Scan Speed

Error Rate

Cable Length

Offline Storage

Battery

Wireless Distance

Power

Dustproof and 

waterproof

Weight

Yes

EAN8, EAN13, EAN128, JAN8, 

JAN13, UPC-A, UPC-E, CODE11, 

CODE39, CODE93, CODE128, 

CODE-BAR, 

Inter-Leaved 2/5, Standard 2/5, 

MSI-PLESSER, RSS-14, 

RSS-Limited,RSS-Expanded

≥4mil

No

Yes

Line

0~550mm

120 scans/sec

1/5,000,000

1.5m

Support

3.7V 1100mAh

15m Customizable

4.5V-5.5V

IP 42

135g

ZQ-LS6055 Specification

Light Source

Intensity of Light

Indicator Light

Interface

Scan Mode

Scan Speed

Precision

Print Contrast

Decode capability

Dimensions

Weight

Input Voltage

Ambient Light

630nm±10nm

265LUX(130nm)

Red= Ready to scan；
Blue= Decoding success

USB

Dual directional scanning

300scans/sec

≥ 5mil(@PCS=0.9 , Code39)

≥30%

Code 128、EAN-13、EAN-8、
Code 39、UPC-A、UPC-E、
Codabar、Interleaved 2 of 5、
Matrix 2 of 5、Airline 2 of 5、
Straight 2 of 5 Industrial 、
Pharmacode、Codablock、
MSI、Hong Kong 2 of 5(China post)

Code 93、Code 11、Telepen、
UCC/EAN-128、GS1 Databar

160mm×65mm×85mm(L×W×H)

135g

5VDC±5%

0 ~ 100,000 lux(natural light)

ZQ-CS18

Specification

Interface

1D Barcodes

2D Barcodes

Automatic Scanning

Continuous Scanning

Phone Screen Scanning

Auxiliary Light

Scan Depth

Scan Speed

Scan Angle

Error Rate

Voltage

Current

Work Temperature

Weight

USB

EAN8, EAN13, EAN128, 

JAN8, JAN13, UPC-A,

 UPC-E, CODE11, 

CODE39, CODE93, 

CODE128, CODE-BAR, 

Inter-Leaved 2/5, 

Standard 2/5, Matrix 2/5, 

MSI/PLESSER, ISBN, 

RSS-14, RSS-Limited

PDF417, QR, Data Matrix

No

Yes

Yes (auxiliary light should 

be turned off)

Yes

30mm-300mm

45 scans/sec

Left-Right: 45degree; 

Up-Down: 30 degree

1/8,000,000

4.5V-5.5V

300mA

-20℃ ~ 60℃
125g

ZQ-S2D16Specification

All direction , 24 lines (Automatic 

continuous scanning)

Beeper and LED (stand by red, 

good read green)

1500 scans/sec

1/5,000,000

1±36°

Rs232 baudrate: 2400-38400

5mil

0-200mm

650nm ± 10nm visible laser diode

25%

USB-HID,USB-UART,RS232

UPC-A,UPC-E,EAN-13,EAN-8,

ISBN/ISSN, Code39, CODABAR, 

Interleaved 2 of 5, Industrial 2 of 5, 

Chinese 2 of 5, Code128, Code93,

Code11 MSI/PIESSEY, UK/PLESSE,

UCC/EAN128, China Postage

+5V DC, 280mA

1.25W

Keyboard wedge, RS-232 or USB 

from host system

106mmL x 111mmW x 155mmH

White / Black

2m

RJ-45

350g

0℃ ~ 50℃

Scan Mode

Indicator

Read Rate

Error Rate

Rotate Camera

Transfer Rate

Resolution

Depth of Field

Light Source

Print contrast

Interface

Decode Type

Input Voltage

Output

Power Source

Dimensions

Color Options

Cable

Interface Type

Weight

Work Temperature

ZQ-LS7028

ZQ-330A ZQ-415D ZQ-410F

ZQ-170A

ZQ-LS6025 ZQ-LS6000 II

ZQ-LS6055

ZQ-CS18

ZQ-S2D16ZQ-LS7028



ZQ-480M

·

·Any Angle Lottery Recognition

·Reading Range Wide

·Reading The Lottery Fast

·High Recognition Rate

·Support One Dimension Bar Code And 

   Two Dimension Bar Code

·Support More Than 40 Kinds Of Betting Slip

·Easy To Mount And Easy To Maintain

Any Angle Betting Slip Recognition

A4 Lottery Reader 

ZQ-280S

·

·Image encryption, the encrypted information can 

   be edited

·Online firmware upgrade function

·Scan both sides at the same time

·Image upload

·Front in and front out

·Image resolution 300dpi (optional)

·Connect with PC,  can control the printer to print

   the scanned image

·Both  sides of the ID card image distribution on a piece 

   of paper,  meet the copies archiving function of bank 

   and other fields

Single / double scanning (optional)

Double Sides Cards 
Scanner

BARCODE SCANNERLOTTERY READER & CARD SCANNER

26 www.zonerich.com

·

·Firmware upgrade online

·ID card scanning and image uploading function

Image encryption function, encryption information is editable

ZQ-689S

ZQ-689S Specification

Contact Image Sensor (CIS)

80mm/s

R.G.B

300 * 300dpi

54.8mm

Color

Chinese ID Card

Auto motor rolling in

Front

Yes

Yes

<= 4s

USB 2.0

>= 2,000,000 scanning

12V +/- 5% DC 2.5A

Comply to ISO/IEC 14443 TYPE B 

Standard contact-less card

BMP, JPT

0.4kg

137 x 91.5 x 29.7mm

Scan Sensor

Scan Speed

Light Source

Scan Resolution

Scan Width

Image Type

RFID

Card Feed

Card Exit

Force Exit Button

CIS Auto-Correction

Card Reading Time

Data Port

Lifetime

Power Input

RF Standard

Image Output

N.W.

Sizes

EPR-007

·

·High scanning accuracy rate up to 99.9%

·Easy and automatic operations

·Workable as a standalone device

·Easy to be embedded in other machines

·DLL and API could be provided

·High recognition accuracy

·Optional light sources of IR and UV

Types of passport/ID card scanning supported

Specification

Light Source

Scan Sensor

Resolution

Image Format

Power Input

Data Port

OS Supported

R.G.B

IR and UV as options available

Contact image sensor (CIS)

300dpi

BMP, JPG

DC24V

USB

Windows XP/7/8/10, Android, Linux)

EPR-007

Passport  ID Card Scanner/Portable ID Card Scanner
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